
Data Link Port

1

2

Remote Starter or Alarm

2

1
RED +12V
BLACK

Cut off one plug of the Data-Link connector, connect
the red wire to +12V and the black wire to ground.

Remote Starter or AlarmPLAN 1 PLAN 2

Ground

Ignition  +12V

Black

Pink

Brown

1

n.c

1

2
Analog (MUX)Purple

(-) While runningBlue
Starter  +12VYellow

Battery +12VYellow/Black

Green

Ignition
Key
Barrel

See VEHICLE FITGUIDE for the wire colors.

Ignition
Key
Barrel

Make 3 to 4 loose loops in front of the
ignition barrel.(Behind the plastic cover)
(Secure the wire with tie-wrap.)

Connect when
the vehicle is
equipped with a
starter wire (+)

only

~

N.C.

1
2

conn.

conn.

LED

P
ro

g
ra

m
m

in
g

B
u
tt
o
n

Front of the module

12V Battery (+)
Ground (-)
Data-Link
Data-Link

Red
Black
Blue
White

1

Trunk Yellow

Unlock Purple
Orange

Door Trigger Blue

Pink

White

Lt. Blue

Yellow/Black Ignition

Purple/Black or Purple/White Lock

(-) While running

Trunk Trigger

14

81

7

Orange/Black

Green
Pink/Black

White/Black

Lt. Blue/Black

Tach Output

~

~

Connector 2 can
be easily plugged
in backwards.N.C.

N.C.

N.C.

N.C.

N.C.

1 2 3 4 5 6 7 8

Twisted Pair of Wires located at steering column or near cluster (See wire colors
on the VEHICLE FIT GUIDE p.1)

3 (CAN Low) Data
Brown
Gray/Black
Gray

Brown/White

conn.

4

1

Back of the module

(CAN High) Data
N.C.

N.C.

WIRING / CONNECTION GUIDE

: You can program the module only one time. Once this PATS is programmed, it can’t be
programmed or used for any other vehicle.

: Do not attempt to start the vehicle with an unprogrammed PATS more than 4 times
or the vehicle may lock itself for several hours. After each failed start, start the
vehicle once with a valid key.

Ignition +

Out Running -

Start +

conn.

conn.

ALL IN ONE KIT FOR REMOTE CAR STARTER ALARM
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DUO CAN 2

Grey/Black

Brown/White

Yellow

Purple
Orange

Blue

Pink

White

Lt. Blue

Yellow/Black

Purple/Black

8 1

Orange/Black

Green

Pink/Black

White/Black

Lt. Blue/Black

Data-Link (1 way)Connect:         Branchez:

Brown

Grey

4

1

Brown
Grey/Black

Brown/White

Yellow

Purple
Orange

Blue

Pink

White

Lt. Blue

Yellow/Black

Purple/Black

14

8 1

7

Orange/Black

Green

Pink/Black

White/Black

Lt. Blue/Black

Data-Link (2 way)Connect:         Branchez:

Grey

4

1

14 7

Connect wire to vehicle

Connect wire to Remote-Starter/Alarm

OUTPUT

INPUT

7 7

INSTALLATION WITHOUT DATA-LINKINSTALLATION WITH DATA-LINK

Disarm
6

WEB  UPDATE
COMPATIBLE

front view

7 970 350 00 104

N.C.



PLAN 1 PLAN 2

6

1

n.c

1

2

Ignition
Key
Barrel

~

N.C.

1
2

conn.

conn.

LED

P
ro

g
ra

m
m

in
g

B
u
tt
o
n

1

Valise Jaune

Déverrouillage Mauve
Orange

Contact Porte Bleu

Rose

Blanc

Bleu pâle

Jaune/Noir Ignition

Mauve/Noir ou Mauve/Blanc Verrouillage

Masse d'activation(-)

Contact Valise

14

81

7

Orange/Noir

Vert
Rose/Noir

Blanc/Noir

Bleu pâle/Noir

SortieTach

~

~N.C.

N.C.

N.C.

N.C.

N.C.

1 2 3 4 5 6 7 8

Paire de fils torsadés situés dans le harnais de la colonne de direction ou sous le
tableau de bord. (Voir la couleur des fils dans le GUIDE DES VÉHICULES p.1)

3 (CAN Low) Dataconn.

4

1

(CAN High) Data
N.C.

N.C.

Ignition +

Start +

conn.

conn.

Grey/Black

Brown/White

Yellow

Purple
Orange

Blue

Pink

White

Lt. Blue

Yellow/Black

Purple/Black

8 1

Orange/Black

Green

Pink/Black

White/Black

Lt. Blue/Black

Data-Link (1 way)Connect:         Branchez:

Brown

Grey

4

1

Brown
Grey/Black

Brown/White

Yellow

Purple
Orange

Blue

Pink

White

Lt. Blue

Yellow/Black

Purple/Black

14

8 1

7

Orange/Black

Green

Pink/Black

White/Black

Lt. Blue/Black

Data-Link (2 way)Connect:         Branchez:

Grey

4

1

P.2

14 7
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: Ne pas tenter de démarrer le véhicule plus de 4 fois consécutif avec un PATS non programmé. Sans quoi
le véhicule ne sera plus en mesure de démarrer pour plusieurs heures. Après chaque tentative de
démarrage avec un PATS non programmé redémarrez le véhicule avec une clé valide pour remettre à zéro.

: PATS programmé, il ne peut être programmée ou utilisé sur un autre véhicule.

Masse

Ignition  +12V

Analogue (MUX)

Masse d'activation

Démarreur IN +12V

Batterie +12V

Masse

d'activation -

Voir le GUIDE DES VÉHICULES
ci-dessous pour la couleur des fils.

Branchez
lorsque le véhicule
est équipé d'un fil
de démarreur (

seulement

+)

Barrillet
d'ignition

Faire 3 à 4 larges tours devant le barillet
d'ignition pour un fonctionnement optimal.
(Derrière le couvert en plastique) (Sécurisez
avec une attache)

ENTRÉE

SORTIE
Branchement du filage au démarreur
à distance/Alarme

Branchement du filage au véhicule

Noir

Rose

Brun

Mauve

Bleu

Jaune

Jaune/Noir

Vert

Vue de face du module

Brun
Gris/Noir
Gris

Brun/Blanc

12V Batterie (+)
Ground (-)
Data-Link
Data-Link

Rouge
Noir
Bleu
Blanc

Vue de dos du module

Ne pas
brancher le
connecteur
à l'envers.

INSTALLATION SANS DATA-LINK

2

1
ROUGE +12V
NOIR

Port Data Link

1

2

INSTALLATION AVEC DATA-LINK

Démarreur ou alarme

Coupez les 4 fils à
l’extrémité de l’un des
deux connecteurs
Data-Link.
Connectez le fil rouge
au 12V et le fil noir à
la masse du véhicule.

Démarreur ou alarme

DUO CAN 2
KIT TOUS EN UN POUR DÉMARREUR À DISTANCE ALARME

CÂBLAGE / GUIDE DE CONNEXIONS

Désarmement

MISE À JOUR
PAR INTERNET!

Vue de face

N.C.



Compass
Grand Cherokee

Commander

Patriot
Wrangler

Jeep
Cherokee

Aspen
Chrysler 02 04 05 06 0703

Dodge 02 04 05 06 0703

300
300C

Charger

Ram

Magnum
Dakota

Caliber

Nitro

CAN High: Blanc/Orange  CAN Low: Blanc/Rose

CAN High: Blanc/Vert  CAN Low: Blanc/Bleu

VEHICLE FIT GUIDE / GUIDE DES VOITURESGUIDE DES VÉHICULES

Véhicules Années

V
e
rro

u
illa

g
e

D
éverrouillage

A
rm

em
en

t

Valise

S
tatu

s d
e la valise

R
adio O

ff

S
tatu

s d
es p

o
rtes

Tach

08

08

CAN High: Blanc/Orange  CAN Low: Blanc

02 04 05 06 0703 08

Fonctionnelle si équipé.

1

2

8

7

P
A

N
IC

L
O

C
K

U
N

L
O

C
K

U
N

L
O

C
K

PATS
DUO 2

P
A

N
IC

L
O

C
K

U
N

L
O

C
K

IGN

IGN

START

O
F

F#1
3

P
A

N
IC

L
O

C
K

U
N

L
O

C
K

4

5

IGN

START

O
F

F

#1

6 IGN

START

O
F

F

#2

IGN

START

O
F

F

#2

P
A

N
IC

L
O

C
K

U
N

L
O

C
K

U
N

L
O

C
K

P
A

N
IC

L
O

C
K

U
N

L
O

C
K

P
A

N
IC

L
O

C
K

U
N

L
O

C
K

U
N

L
O

C
K

2

3

1

1.C

1.B

5

3

2

IGN

START

O
F

F

1.A

4

INSTRUCTION DE PROGRAMMATION DU CAN

1

INSTRUCTION DE PROGRAMMATION DU PATS

P.3
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Le DEL clignotera jusqu'à ce que vous
pressiez le bouton Verrouillage (Lock) de
la télécommande d'origine du véhicule.

Le DEL s'éteint pour indiquer que le
CAN est programmé.

Connecteur 1 (Noir):
Data-Link non Data-LinkDéterminez le type d’installation ( ou )

Pour l’installation assurez vous de la présence du connecteur
sur le démarreur. (Voir INSTALLATION AVEC DATA-LINK).

Pour installation non Data-Link voir ).

DATA-LINK
DATA-LINK

INSTALLATION SANS DATA-LINK

Connecteur 2 (Blanc):
Faire les branchements page 2.

Connecteur 3 (Blanc, situé au dos du module):
Faire les branchements page 2.

Maintenez le bouton de programmation
enfoncé connecteur 1

relâchez le bouton de
programmation.

en insérant le dans
le CAN.
Le DEL s'allume pour indiquer le début de la
programmation,

Branchez le connecteur 2
(CONN. 2)

ATTENTION: Ne pas brancher le connecteur
à l'envers.

Branchez le connecteur 3
(CONN. 3)

Tournez la clef en position .ignition

7
PANIC

LOCK UNLOCK

IGN

START

O
F

F

6
Lorsque le DEL clignote rapidement,
tournez la clef en position OFF.

Faire 3 à 4 larges tours devant le barillet d'ignition
pour un fonctionnement optimal. (Derrière le
couvert en plastique) (Sécurisez avec une attache)

Connecteur 2 (Blanc):
Faire les branchements page 2.

Deux (2) clés fonctionnelles sont nécessaires
pour la programmation.
Introduisez dans le
contact et placez-la à la position

la première clé
ON

pendant 10 secondes.

Coupez le contact et retirez la clé.

Introduisez la
dans le contact et

placez-la à
qui suivent.

deuxième (2) clé
fonctionnelle

ON dans les 10
secondes

Coupez le contact et retirez la clé.

Enlevez le couvercle arrière avec le
circuit interne d’une des clés-
télécommandes (comme lors de changement
de pile).

VOUS AVEZ 60 SECONDES POUR EFFECTUER LES ÉTAPES SUIVANTES.

Placez la clé-télécommande vide
(sans circuit interne)

comme indiqué sur
l’étiquette de celui-ci.

en introduisant la clé-
télécommande dans le contact et

-les à la position .

contre le
PATS

Maintenir les 2 pièces côte à
côte

tournez ON

Après 15 secondes SECURITY ( ou Check Engine )

Le PATS sera programmé.

le témoin cessera de
clignoter et une tonatlité se fera entendre. Tournez l'ignition en position OFF
et retirez la clé.

Refermez le couvercle arrière avec son circuit interne de la clé-
télécommande.

Si la programmation échoue, attendre 3 à 5 minutes avant
de recommencer la procédure.

INFORMATIONS / SUPPORT TECHNIQUE

Support Technique:

Web:  www.ifar.ca

TEL: 514-255-HELP (4357)
FAX: 514-255-1367

Ni le manufacturier, ni le distributeur ne se considèrent responsables des dommages
causés ou ayant pu être causés, indirectement ou directement, par ce module, excepté le
remplacement de ce module en cas de défectuosité de fabrication. Ce module doit être
installé par un technicien qualifié. Ce guide d'instruction peut faire l’objet de changement
sans préavis. Consultez le www.ifar.ca pour voir la plus récente version.

Analogue (MUX)

PATS CAN

Données du véhicule et
couleur de fil

DUO CAN 2

CAN High: Blanc/Orange  CAN Low: Blanc
CAN High: Blanc/Orange  CAN Low: Blanc

CAN High: Blanc/Orange  CAN Low: Blanc
CAN High: Blanc/Orange  CAN Low: Blanc
CAN High: Blanc/Orange  CAN Low: Blanc

CAN High: Blanc/Orange  CAN Low: Blanc

CAN High: Blanc/Orange  CAN Low: Blanc

CAN High: Blanc/Orange  CAN Low: Blanc

CAN High: Blanc/Orange  CAN Low: Blanc
CAN High: Blanc/Orange  CAN Low: Blanc/Rose

CAN High: Blanc/Orange  CAN Low: Blanc/Rose

CAN High: Blanc/Violet  CAN Low: Blanc/Bleu

Masse

Noir/Blanc

Mauve/Brun

Noir/Jaune

Mauve/Orange
Bleu/Noir

Noir

Mauve/Brun
Mauve/Brun

Mauve/Brun
Mauve/Brun

Mauve/Brun
Mauve/Brun
Mauve/Brun
Mauve/Brun

Mauve/Brun

Mauve/Brun
Mauve/Brun

Mauve/Brun
Mauve/Brun

Mauve/Brun

Mauve/Orange

Mauve/Orange

Mauve/Orange

Mauve/Orange

Mauve/Orange

Mauve/Orange

Mauve/Orange
Noir/Jaune

Noir/Jaune

Noir/Blanc



Compass
Grand Cherokee

CAN High: White/Orange  CAN Low: White

CAN High: White/Orange  CAN Low: White

Commander
CAN High: White/Orange  CAN Low: White/Pink

Patriot CAN High: White/Orange  CAN Low: White/Pink
CAN High: White/Violet  CAN Low: White/BlueWrangler

Jeep
Cherokee CAN High: White/Orange  CAN Low: White

Aspen
Chrysler 02 04 05 06 0703

Dodge 02 04 05 06 0703

300
300C

Charger

Ram

Magnum
Dakota

CAN High: White/Orange  CAN Low: White
CAN High: White/Orange  CAN Low: White

CAN High: White/Orange  CAN Low: White

CAN High: White/Orange  CAN Low: White
CAN High: White/Orange  CAN Low: White
CAN High: White/Orange  CAN Low: White

Caliber

Nitro

CAN High: White/Orange  CAN Low: White/Pink

CAN High: White/Green  CAN Low: White/Blue

Vehicles
Véhicules

Years
Années

L
o

c
k

U
nlock

A
rm

Trunk

Tru
n

k trig
g

er
R

adio O
ff

D
o

o
r trig

g
er

Tach

08

08

CAN High: White/Orange  CAN Low: White

02 04 05 06 0703 08

Fonctionnal if equipped

Analog (MUX)

PATS CAN

Vehicles Data
Wire Color

1
Connector 1 (Black):
Make 3 to 4 loose loops in front of the ignition
barrel.(Behind the plastic cover) (Secure the
wire with tie-wrap.)

2

You have 60 seconds to complete the following procedure

Remove back cover and internal
circuit (Circuit Board) from key-
remote (as battery replacement).

8

7

P
A

N
IC

L
O

C
K

U
N

L
O

C
K

After 15 seconds chime SECURITY, a will sound. The light or
Check engine will stop flashing, turn the ignition OFF and remove the
key. If the programming fails wait 3 to 5 minutes before trying to
program again

Place the key-remote
(without circuit board) against
PATS as shown on box label.

and
insert this key-remote into the
ignition switch and

to the .

empty

Keep both pieces together

turn them
both ON position

Reassemble the key.

PATS
DUO 2

P
A

N
IC

L
O

C
K

L
O

C
K

U
N

L
O

C
K

U
N

L
O

C
K

IGN

The PATS is now programmed.

IGN

START

O
F

F#13
Two (2) functional keys are required for
programming. Insert the first key into
the ignition switch and turn the

forIgnition ON 10 seconds.

P
A

N
IC

L
O

C
K

U
N

L
O

C
K

Insert the second key and turn the
for .ignition ON 10 seconds

4

5

IGN

START

O
F

F

#1

6

Turn the key and remove the
first key.

OFF

Turn the key and remove the
first key.

OFF
IGN

START

O
F

F

#2

IGN

START

O
F

F

#2

P
A

N
IC

L
O

C
K

U
N

L
O

C
K

U
N

L
O

C
K

P
A

N
IC

L
O

C
K

U
N

L
O

C
K

P
A

N
IC

L
O

C
K

U
N

L
O

C
K

2

3
Connect
CONN. 2

the other connectors
( )

WARNING: Connector 2 can be easily
plugged in backwards.

1

1.C

1.B

5

Connect
CONN. 3

the other connectors
( )

3

2

Press
CONN 1

the programming switch while
inserting the main wires harness ( )
into the CAN module.
The LED will illuminate to indicate you are in
programming mode, release the
programming button.

IGN

START

O
F

F

Turn the key to the ."ON" position

The LED will flash until you
.

The LED will turn off to indicate the
module has been programmed.

press the
OEM remote lock button

The CAN is now ready for use.

Connector 3 (White, located at the back of the module):
Make the connections page 2.

1.A

Connector 2 (White):
Make the connections page 2.

7

4

CAN PROGRAMMING INSTRUCTIONS

1

Connector 1 (Black):
Determine the type of installation:

DATA-LINK (See page 2 )INSTALLATION WITH
INSTALLATION WITHOUT DATA-LINK (See page 2)

PANIC

LOCK UNLOCK

PATS PROGRAMMING INSTRUCTIONS

Connector 2 (White):
Make the connections .page 2

P.4

VEHICLE FIT GUIDE
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Once the LED starts to flash rapidly turn
the key to the .OFF positionIGN

START

O
F

F

6

Neither the manufacturer or distributor of this module is responsible of damages of any kind
indirectly or directly caused by this module, except for the replacement of this module in
case of manufacturing defects. This module must be install by qualified technician. This
instruction guide may change without notice. isit www.ifar.ca to get latest version.V

TECHNICAL SUPPORT / INFORMATION

Technical support:

Web:  www.ifar.ca

TEL: 514-255-HELP (4357)
FAX: 514-255-1367

Ground

Purple/Brown

Purple/Brown

Purple/Brown

Purple/Brown

Purple/Orange
Black/White

Purple/Brown

Purple/Brown
Purple/Brown

Purple/Brown

Purple/Brown
Purple/Brown

Purple/Brown
Purple/Brown

Purple/Brown

Black/Yellow

Purple/Orange
Purple/Orange

Blue/Black

Purple/Brown

Purple/Orange
Black/white

Purple/Orange

Purple/Orange
Black/Yellow

Purple/Orange

Black/Yellow
Black

Purple/Brown Purple/Orange


