
ADDENDUM - SUGGESTED WIRING CONFIGURATION  

ALL
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1X
Microsoft Windows Computer &
Internet connection 

Ordinateur Microsoft Windows & 
connection Internet

    
FLASH LINK UPDATER 2           

    

1X
Microsoft Windows Computer &
Internet connection   

Vehicle functions supported in this diagram (functional if 
equipped)  
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HARDWARE VERSION  FIRMWARE VERSION  

This manual may change without notice.
 www.fortinbypass.com for latest version.        MINIMUM 6 72.[22]

NISSAN/INFINITI  MINIMUM

NOTES

The unlock function will not be functional If the doors are locked with the key card.  

(~)CAN
LOW

(~)CAN
HIGH

(~)RX(~)TX

(-)IGNITION

(-)BOUTON
DÉMARRAGE

Au UCH, sous le tableau de bord, 
côté conducteur

(-)RÉCEPTACLE DE 
CARTE À CLEF

(+)FREIN

Pièce(s) requise(s) (Non incluse(s))

1x fusible 10 Amp
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STAND ALONE INSTALLATION  



This guide may change without notice. See www.fortin.ca for latest version.

PARTS REQUIRED (NOT INCLUDED)

STAND ALONE CONFIGURATION

FLASH LINK MANAGER 1x 1xFLASH LINK
UPDATER 2 SOFTWARE

Microsoft Windows Computer
(No Internet connection required)

Optionnal

Hood Pin

Valet Switch

FLASH LINK
UPDATER 2

FLASH LINK MANAGER

SAVE OPTIONS

D1 - OEM Remote Stand Alone 
        Remote Starter

Connect the EVO-ALL module 
to the Flash Link Updater 2. 

(Sold separately)

SOFTWARE

EVO-ALL
OPTIONS 

Modify the following 
options and click
'Save options'

C1 - OEM Remote Monitoring

ON

ON

ON

Supported RF Kits
(and select RF Kit)

SI
IF

SI
IF WITH RF KIT 

ANTENNA

WITH OEM
REMOTE

All doors must be closed. Press the OEM remote’s Lock button 3x to 
remote-start (or remote-stop) the vehicle.

The vehicle will START.

STARTLOCK3X

REMOTE STARTER FUNCTIONNALITY
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 Y�����     In A1
 P�����     In A2

 P�����/W����     In A3
 G����     Out A4
 W����     Out A5

 O�����     In A6
 O�����/B����     In A7

 D�.B���     In A8
 R��/B���     In A9

 L�.B���/B����    A10
 B����     Out A11

 P���     Out A12
 Y�����/B����     In A13
 B����/W����     Out A14

 P���/B����     Out A15
 P�����/Y�����    A16

 G����/W����    A17
 G����/R��    A18

 W����/B����    A19
 L�.B���    A20

C5 B����     
C4 G���/B����      
C3 G���     
C2 O�����/B����     
C1 O�����/G����     

D6 W����/R��     
D5 W����/B���     
D4 W����/G����     
D3 Y�����/R��     
D2 Y�����/B���       
D1 Y�����/G����       

    

A C

D

AUTOMATIC TRANSMISSION WIRING CONNECTION  
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23
24

25
26

27
28
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37
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39
40

35
36

(~)CAN
LOW

(~)CAN
HIGH (+)IGNITION

12451112131417 1516

212223242526272829303132333437383940 3536

38 67

(~)RX (~)TX

2122232425262728293031323334373940 3536

123456891013141517181920 16

D5C4C3A5 A20 D3

D1

A10 A19

20 19 18 10 9 11 712

38

(+)12V

VertBleu JauneVert/Orange OrangeBrun Rose

Au UCH, sous le tableau de bord, côté conducteur

(+)FREIN(-) CONTACT
CARTE INSÉRÉE

Vue de dos
Connecteur Vert

de 40-pins

Vue de dos
Connecteur

Noir de 40-pins

C
O

U
PE

R

(-)BOUTON
DÉMARRAGE

Orange/Bleu

FUSIBLE
10 AMP

(+)12V

(~)RX

(~)TX

(~)TX

(~)TX

A1

D6

RS2 or B4 /D6

(+)FREIN

(-)BOUTON DÉMARRAGE

(-) CONTACT CARTE INSÉRÉE

Y�����/B���

W����/G����

O�����/G����
O�����/B����

B����

G����/R��
G����/W����

P�����/Y�����
P���/B���� Out

B����/W���� Out

P��� Out
B���� Out

R��/B��� In

O�����/B���� In
O����� In

G���� Out

(+)Ignition B

RS1 Masse

 

Masse

RS2 ENTRÉE 12V Batterie(+) AVEC KIT RF:

 KIT RF

AVEC DATA-LINK:

OPTIONNEL

B4
B3
B2
B1

Coupez Rouge
Coupez Noir

Bleu
Whit

SANS DATA-LINK:

B4 Rouge 12V Batterie(+)
B3 Noir Masse

SANS KIT RF:

 Masse

CAN LOW
CAN HIGH

(-) Déverrouillage
(-) Verrouillage

Contrôle du (-) verrouillage 
devérrouillage entrée externe

Contrôle de démarrage/arrêt 
externe

(-)Bouton démarrage externe

Contact de Capot

Pin de capot

commutateur valet

Page 3 / 7



1

2

3

4

5

6

7

Insert the required remaining
connectors.




The RED LED will turns ON.
The YELLOW LED turns OFF.





The BLUE LED will Flash
rapidly.

The RED LED will turns OFF.

Press releaseand the
programming button 8 times
(8x).





The YELLOW LED will
alternate between 7x flashes
and a pause.

until the YELLOW LED
turns ON.

Wait

CONTINUED NEXT PAGE 

Remove the card key from
the key port.

Insert the key card in the key
port.

Insert the key card in the key
port.INSERT

REMOVE

INSERT

x1x1

x8 ...

Press and hold

Insert

the
programming button:

the 4-Pin (Data-Link)
connector.

HOLD

If the LED is not 
solid Yellow 
disconnect the 
4-Pin connector 
(Data-Link) and 
go back to step 1.

ON

ON

FLASHPRESS X8

OFFON
ON

OFF I N ONIGNITION GNITIO

FLASH 
RAPIDLY

OF N ON

ON ON

ON

IGNITION F IGNITIO

Release the 
programming button 
when the LED is 
YELLOW.

RELEASE

This guide may change without notice. See www.fortin.ca for latest version.

  

KEY BYPASS PROGRAMMING PROCEDURE 1/2  
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8

 the  BLUE LED
flash slowly.

Remove the card key from
the key port.REMOVE

IGNITION ON IGNITION OFF

FLASH 
RAPIDLY

FLASH 
SLOWLY

This guide may change without notice. See www.fortin.ca for latest version.

  

KEY BYPASS PROGRAMMING PROCEDURE 2/2  

EVO-ALL

Disconnect the Data-Link (4-pins) connector and after
all the remaining connectors.

 

FLASH LINK
UPDATER 2

FLASH LINK
UPDATER 2

FLASH LINK MANAGER
SOFTWARE

Microsoft Windows 
Computer with 
Internet connection

Parts required (not included)

Connect the module to the 
FLASH LINK UPDATER 2 
and visit the DCryptor menu 
in the Flash-Link Manager.

 

EVO-ALL

AFTER DCRYPTOR PROGRAMMING COMPLETED
Go back to the vehicle and reconnect the 4-Pin (Data-Link) 
connector and after, all the remaining connector. 

REMOTE STARTER / ALARM VERIFICATION 
PROCEDURE | PROCÉDURE DE VÉRIFICATION 
DU DÉMARREUR À DISTANCE / ALARME
Test the remote starter. Remote start the vehicle.
Testez le démarreur à distance. Démarrez le véhicule 
à distance.

The module is now programmed.
Le module est programmé.

REMOTE STARTER / ALARM VERIFICATION 
PROCEDURE
Test the remote starter. Remote start the vehicle.

The module is now programmed.

9

10

11
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REMOTE STARTER FUNCTIONALITY

Unlock the doors with either: The vehicle can
now be put in to
gear and driven.

INSERT
START UNLOCK

Insert the key
card in the key

port.

Enter the vehicle
with the Intelligent

(Access Key)
•

• Or the door’s proximity 
bouton

The remote-starter remote

• Or the proximity remote

Remote start
the vehicle.

All doors must
be closed.

If the vehicle is not unlocked the module will shut down the 
remote-starter and the vehicle as soon as any door is opened.

OFF
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ALL

Service No :    000 102 04 2536

Date:  xx-xx

INTERFACE MODULE

Made in Canada
PATENTS PENDING US: 2007-228827-A1

www.fortinbypass.com

HARDWARE VERSION 
FIRMWARE VERSION 

Module label 

Notice: Mise à jour microprogramme et Guides d’installations
Des mises à jour du Firmware (microprogramme) et des guides d’installation 
sont mis en ligne régulièrement. Vérifi ez que vous avez bien la dernière version 
logiciel et le dernier guide d’installation avant l’installation de ce produit.

WARNING
The information on this sheet is provided on an (as is) basis with no representation or warranty of accuracy whatsoever. 
It is the sole responsibility of the installer to check and verify any circuit before connecting to it. Only a computer safe 
logic probe or digital multimeter should be used. FORTIN ELECTRONIC SYSTEMS assumes absolutely no liability or 
responsibility whatsoever pertaining to the accuracy or currency of the information supplied. The installation in every case 
is the sole responsibility of the installer performing the work and FORTIN ELECTRONIC SYSTEMS assumes no liability 
or responsibility whatsoever resulting from any type of installation, whether performed properly, improperly or any other 
way. Neither the manufacturer or distributor of this module is responsible of damages of any kind indirectly or directly 
caused by this module, except for the replacement of this module in case of manufacturing defects. This module must be 
installed by qualifi ed technician. The information supplied is a guide only. This instruction guide may change without 
notice. Visit www.fortinbypass.com to get the latest version.

Copyright © 2006-2014,  FORTIN AUTO RADIO INC    ALL RIGHTS RESERVED  PATENT PENDING

TECH SUPPORT
Tél: 514-255-HELP (4357) 
       1-877-336-7797

ADDENDUM GUIDE
WEB UPDATE | MISE À JOUR INTERNET

www.fortinbypass.com

EVO-ALL
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